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MicroBase EVO – Change Output Mode: Wedge 
and Serial 

APPLICABLE DEVICES 
MICROBASE EVO USB A (MC-MB-EVO-A) | MICROBASE EVO USB C (MC-MB-EVO-C) 

Contents 
1. Changing MicroBase EVO output in Extended Setup ...................................................................... 2 

1. Changing EVO MicroBase output in Xpress Setup ......................................................................... 3 
 

The EVO series MicroBases have two output modes: USB Serial and Keyboard Wedge. The USB Serial 
output utilizes a Virtual Com Port to send data to a virtual serial port on your PC so that dedicated SPC 
programs can pick up the data. The keyboard wedge output allows an operator (person taking 
measurements) to send gage data to any software including web/cloud-based programs, Microsoft 
Excel/spreadsheets, and any internal/proprietary software at your manufacturing site. 

The MicroBase EVO output can be changed in both Extended and Xpress Setup. 
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1. Changing MicroBase EVO output in Extended Setup 
1. Open MobileCollect Extended Setup software and find the base.   
2. Once the MicroBase EVO is detected, the output format will appear below the main base info 

section. Chose the desired output with the radio button. Wedge output is the default for 
MicroBase EVO. 

3. If changes were made, the new parameters will need to be sent to the MicroBase EVO by clicking 
the “Send Base Setup to Base” button. 
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1. Changing MicroBase EVO output in Xpress Setup  
1. Open MobileCollect Xpress Setup software and find the base.   
2. Once the MicroBase EVO is detected, the output format will appear below the Base setup info 

section. Chose the desired output with the radio button. Wedge output is the default for 
MicroBases EVO. 

3. If changes were made, the new parameters will need to be sent to the MicroBase EVO by clicking 
the “Update” button. 
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