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RS-232 Mobile Module – Setup with Extended 
Setup Program 

APPLICABLE DEVICES 
RS-232 MOBILE MODULE (MC-MM-V2) 
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1. RS-232 Mobile Module 
The RS-232 Mobile Module is a unique transmitter that enables true wireless interfacing with native RS-
232 devices. RS-232 devices typically output data via a DB9. RS-232 signals can commonly span ±15v. 
The RS-232 Mobile Module has components on board that can accommodate these higher ranges. There 
are other connection types that transmit RS-232 data, and MicroRidge has several connectors offered to 
interface with these devices as well.  

The RS-232 Mobile Module can be set up to interface with a wide range of RS-232 gages and devices. By 
utilizing the Mobile Collect Setup Programs, one can define comm parameters, program serial 
commands to the read switch, and basic data parsing. 

2. Setup Mode 
Putting the RS-232 Mobile Module is setup mode is required to access the configuration menus. To place 
an RS-232 Module in setup mode and initiate a pairing/action request, follow the sequence of button 
presses below.  
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Setup Mode 

1. Hold gray Setup button 
2. Press orange Read button once 
3. Release gray Setup button 

Red and Green LEDs will Blink 5x then flash rapidly = 
Setup Mode (~60 sec) 

Pairing/Action Request 

4. Press gray Setup Button once during Setup Mode 
(Double Green LED 1 sec) 

 

3. Configuring the RS-232 Mobile Module in Extended Setup 
1. Open MobileCollect Extended Setup software and find the base.   
2. Click on the Mobile Module Setup tab 

 

3. Follow the procedure shown in the window to put the Mobile Module in “Setup Mode”. Once in 
setup mode, press the setup button again. 
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4. When done successfully, the “RS-232 Mobile Module Setup Window will appear. Basic 
information about the RS-232 Mobile Module is shown in the upper portion of the window. 

5. Information about the Base Pairing is available on the right side of the window. 
6. Module Label - A user configurable label (8 characters) that can be sent with measurement data. 

The default Module Label is the Module ID. 
7. Description – A user configurable description of the specific module that is a reference within the 

Setup Program. Helpful for managing high quantities of transmitters. 
8. Read Mode – Program single/continuous read modes and TIR/Absolute Value modes. Refer to the 

Changing Read Mode feature guide for more info. (https://www.microridge.com/mobile-module-
changing-read-mode/) 

9. RF Channel - The RM2.4 wireless protocol offers multiple RF Channels to maximize the 
performance of the MobileCollect System. There are 14 other channels available to avoid any RF 
interference at your facility. Refer to the Change RF Channel feature guide for more info. 
(https://www.microridge.com/evo-base-receiver-change-rf-channel/) 

10. RS-232 Setup – Refer to Section 4. RS-232 Setup Menu. 
11. When changes are completed, ensure the RS-232 Mobile Module is in Setup Mode and press the 

“Update Module” Button to send parameters to the RS-232 Mobile Module. 
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12. If the RS-232 Mobile Module is not paired to the base, use either global or individual channel 
pairing. 

4. RS-232 Setup Menu 
Due to the variety of RS-232 parameters, the RS-232 Mobile Module has a dedicated RS-232 Setup menu 
in the Extended Setup Program. This menu allows a user to view and update the setting on the RS-232 
Mobile Module.  

1. In the “Setup for RS-232 Devices” window, gage selection is defined by the jumpers in the Mobile 
Module Cable. These preconfigured settings can be overridden, by selecting “User defined 
configuration parameters.” 

 

2. RS-232 Comm Parameters - Select the appropriate Baud rate and parameters to match the 
gage/device. 

3. Command – Serial command to send to the serial device to request data. Refer to the device 
manual for this command. Selecting “Press send button on serial device” disables the Mobile 
Modules Read button. 
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4. Power toggling – some devices require the serial connection to be powered by the Mobile Module 
to keep the serial line open. The powering of the serial connection can be configured to match the 
device’s requirements.  

5. Data Parsing - The measurement packet received by the Mobile Module can be parsed to output 
only desired data. The parsing options below can be used together to isolate desired data. 

a. Match String – a user defined character string to find specific data in a string. For example 
“Weight” or “X:” 

b. Character Position – define the character position in a data string for the MobileModule to 
pull data from. 

c. Find first numeric field - If a numeric field is found, only the numeric data  is sent to the 
Base. A numeric field must be at least 3 characters in length. The first character can be a 
blank. A decimal point is required in the field if this option is checked. The combination of 
the two is useful to look only for the precision number that usually represents the 
measurement from the gage and disregard numbers representing counts or the time and 
date.  

6. Once all RS-232 configuration is completed, press “OK” 

 

7. When changes are completed, ensure the RS-232 Mobile Module is in Setup Mode and press the 
“Update Module” Button to send parameters to the RS-232 Mobile Module. 
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